<table>
<thead>
<tr>
<th>ITEM</th>
<th>PART NO.</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>50015-250D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), DIN Connection, Positively Switched</td>
</tr>
<tr>
<td>1A</td>
<td>50015-250D3</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 0.3-Meter Cable Connection, Positively Switched</td>
</tr>
<tr>
<td>1C</td>
<td>50015-250D5</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 0.5-Meter Cable Connection</td>
</tr>
<tr>
<td>1D</td>
<td>50015-250D15</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 1.5-Meter Cable Connection, Positively Switched</td>
</tr>
<tr>
<td>1E</td>
<td>50015-250D60</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 6.0-Meter Cable Connection, Positively Switched</td>
</tr>
<tr>
<td>1B</td>
<td>50033-25D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), DIN Connection</td>
</tr>
<tr>
<td>1C</td>
<td>50033-2503D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 0.3-Meter Cable Connection</td>
</tr>
<tr>
<td>1D</td>
<td>50033-2505D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 0.5-Meter Cable Connection</td>
</tr>
<tr>
<td>1E</td>
<td>50033-2515D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 1.5-Meter Cable Connection</td>
</tr>
<tr>
<td>1F</td>
<td>50033-2530D</td>
<td>BEC Motor, 25-RPM (0.6-SEC), 3.0-Meter Cable Connection</td>
</tr>
<tr>
<td>2</td>
<td>CP5017-25VP</td>
<td>Retaining Clip, 304 Stainless Steel - Pneumatic</td>
</tr>
<tr>
<td>3</td>
<td>CP5017-1/16-55</td>
<td>Screw, Phillips/Sq. Pan Head, 302 Stainless Steel (5 Req’d)</td>
</tr>
<tr>
<td>4</td>
<td>CP5051-4/24P</td>
<td>Motor Adapter, Glass Filled Polypropylene (Black)</td>
</tr>
<tr>
<td>5</td>
<td>CP5050-3RTDN</td>
<td>Stem Bushing, Ryton (Black)</td>
</tr>
<tr>
<td>6</td>
<td>CP7717-2-117-VN</td>
<td>O-Ring, Viton  (2 Req’d)</td>
</tr>
<tr>
<td>7</td>
<td>CP5033-316SS</td>
<td>Stem, 316 Stainless Steel</td>
</tr>
<tr>
<td>8</td>
<td>CP7717-3/323,5-VN</td>
<td>O-Ring, Viton (2 Req’d)</td>
</tr>
<tr>
<td>9</td>
<td>CP50501-PP</td>
<td>Body, Glass Filled Polypropylene (Black)</td>
</tr>
<tr>
<td>10</td>
<td>CP50507-304SS</td>
<td>Mounting Plate, 304 Stainless Steel</td>
</tr>
<tr>
<td>11</td>
<td>CP50509-CT8F</td>
<td>Lower Bearing, Carbon Filled Teflon</td>
</tr>
<tr>
<td>12</td>
<td>CP50506-316SS</td>
<td>Bell, Polished 316 Stainless Steel</td>
</tr>
<tr>
<td>13</td>
<td>CP50504-VN</td>
<td>Gasket, Viton</td>
</tr>
<tr>
<td>14</td>
<td>CP50503-CT8F</td>
<td>Seal, Carbon Filled Teflon</td>
</tr>
<tr>
<td>15</td>
<td>CP7717-2-223-VN</td>
<td>O-Ring, Viton (2 Req’d)</td>
</tr>
<tr>
<td>16</td>
<td>CP50503-PP</td>
<td>End Cap, Glass Filled Polypropylene (Black)</td>
</tr>
</tbody>
</table>

**Note:** For Negatively Switched Motors Specify "N" rather than "P" in Motor Part Number.

Examples: 50015-25NC05

---

**Spraying Systems Co.**

Spray Nozzles and Accessories
P.O. Box 7600 – Wheaton, IL 60187-7600

Rev. No. 6  PARTS UST
Ref. 3/13/2015  SHEET 356

**Description:**

356BEC
DIRECTVALVE®
ELECTRIC SHUT-OFF
TRUNNION VALVE